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Bo Fastening AB erbjuder innovativa produkter för privatpersoner, butiker/företag och byggsektorn. 
Vi vill med hjälp av vår skärpa, erfarenhet och vårt mångåriga kunnande tillgodose marknanden 
med produkter som förenklar, effektiviserar och förädlar våra kunders vardag. Vi strävar alltid efter 
att utföra vår verksamhet med minimal miljöpåverkan och försöker välja produkter till vårt 
sortiment som vi uppfattar som mer miljövänliga än liknande produkter.

AKUSTIKLÖSNINGAR

Vajerupphängning utformad för att spara tid, pengar och arbete genom att förbättra effektiviteten
i installationsprocessen. Passar direkt i akustiska baffl ar, paneler, PVC-ramar och undertak. 
Dessa kit levereras komplett med lås, vajer och vald infästning. Kiten är tidsbesparande samt 
ger en elegant, professionell och diskret fi nish, utan att kompromissa med styrkan.

MILJÖPÅVERKAN
Gripple har 95% mindre koldioxidut-
släpp vid tillverkning än andra stål-
produkter,  till exempel gängstång 
och vi har representerat Gripple Ltd 
i Skandinavien sedan 2000.

Gripple vajersystem används för olika typer av upphängningar inom el, ventilation, VVS, undertak 
och liknande miljöer och i denna broschyr kommer ni kunna läsa om våra upphängningssystem
för undertak. Gripple vajersystem har många fördelar, bland annat:

· · 95 % lägre vikt än helgängad stång
· · Mindre lagringsyta
· · Effektiv montering och justering
· · Lätt att använda
· · Enkel justering utan nyckel eller verktyg

BLI KUND HOS OSS
Registrera ditt företag och angiv rabattkoden 

nedan för att se era priser i varukorgen

TAK2023*



ANGEL T19
Designad för att rymma mindre spårprofi ler på upp till 19 mm inre bredd för
upphängning av akustik-, display-, skyltnings- och belysningslösningar. 

Angel T19 från Gripple är designad för att passa spår i T-stil upp till 19 mm breda, 
som vanligtvis används för att hänga upp akustik. Snabbare, enklare och lättare
att justera, vilket minskar tid på plats och arbete på höjden.

· · Justerbar med ett enkelt tryck
· · Levereras komplett med valt ändavslut 
 beroende på takkonstruktion
· · Estetisk – modern design
· · Kompatibel – rektangulär T-fot passar ett 
 brett utbud av spår
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* Max 9.5 mm without washer

Angel T19

• Adjustable – Squeeze ergonomic wings for easy one-handed height alterations

• Convenient – supplied as a ready to use hanger and includes a 14 mm washer

• Aesthetic – contemporary design to complement the overall suspension

• Compatible – rectangular t-foot fits a wide range of tracks.

• Quick - threaded foot attachment allows installer to tighten Angel body by hand

Gripple’s policy is one of continuous development and innovation. 
We therefore reserve the right to alter specifications, etc. without notice.

Gripple Ltd | The Old West Gun Works | Savile Street East | Sheffield S4 7UQ 
Tel 0800 018 4264 Fax 0114 275 1155 Email info@gripple.com

INSTALLATION & ADJUSTMENT

SPECIFICATION

FEATURES / BENEFITS

www.gripple.com

Designed to accommodate smaller track profiles of up to 19 mm internal width for the suspension      
of acoustic, display, signage and lighting solutions.

SUBMITTAL INFORMATION
Safe Working Load: 
Max. load rating of this product in a vertical 
suspension = 15kg

Safety Factor: 5:1

Material: 
Housing - Zinc Alloy (EN 12844 ZP2)
Roller - Brass (BSEN 12164)
Spring - Acetal (POM)
Plating - Bright Nickle Plating (BS 4758)
Washer - Nickel plated steel
Foot - Zinc plated steel 

1. 2. 3.

AVAILABLE END FIXINGS

For more options on available end fixings 
please contact us or visit www.gripple.com

Dimension

A 17.5 mm

B 40.1 mm

C 12.3 mm

Dimension

d 6 mm - 12 mm*

a
min 6.0

max 9.5mm (no washer)
max 12.0 (with washer)

w 12.4 mm - 19 mm

t
Max 3.75 mm without the washer,
Max 2.35 mm if washer is used.
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* Max 9.5 mm without washer

Angel T19

• Adjustable – Squeeze ergonomic wings for easy one-handed height alterations

• Convenient – supplied as a ready to use hanger and includes a 14 mm washer

• Aesthetic – contemporary design to complement the overall suspension

• Compatible – rectangular t-foot fits a wide range of tracks.

• Quick - threaded foot attachment allows installer to tighten Angel body by hand

Gripple’s policy is one of continuous development and innovation. 
We therefore reserve the right to alter specifications, etc. without notice.
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SPECIFICATION
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www.gripple.com

Designed to accommodate smaller track profiles of up to 19 mm internal width for the suspension      
of acoustic, display, signage and lighting solutions.

SUBMITTAL INFORMATION
Safe Working Load: 
Max. load rating of this product in a vertical 
suspension = 15kg

Safety Factor: 5:1

Material: 
Housing - Zinc Alloy (EN 12844 ZP2)
Roller - Brass (BSEN 12164)
Spring - Acetal (POM)
Plating - Bright Nickle Plating (BS 4758)
Washer - Nickel plated steel
Foot - Zinc plated steel 

1. 2. 3.

AVAILABLE END FIXINGS

For more options on available end fixings 
please contact us or visit www.gripple.com
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min 6.0
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Published July 2020 
BUS-PI-ANG-ENG-3636

>Max
kg/lbs

>60°

>60° >60°

a

d

t

w

* Max 9.5 mm without washer

Angel T19

• Adjustable – Squeeze ergonomic wings for easy one-handed height alterations

• Convenient – supplied as a ready to use hanger and includes a 14 mm washer

• Aesthetic – contemporary design to complement the overall suspension

• Compatible – rectangular t-foot fits a wide range of tracks.

• Quick - threaded foot attachment allows installer to tighten Angel body by hand

Gripple’s policy is one of continuous development and innovation. 
We therefore reserve the right to alter specifications, etc. without notice.
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SPECIFICATION
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Designed to accommodate smaller track profiles of up to 19 mm internal width for the suspension      
of acoustic, display, signage and lighting solutions.

SUBMITTAL INFORMATION
Safe Working Load: 
Max. load rating of this product in a vertical 
suspension = 15kg

Safety Factor: 5:1

Material: 
Housing - Zinc Alloy (EN 12844 ZP2)
Roller - Brass (BSEN 12164)
Spring - Acetal (POM)
Plating - Bright Nickle Plating (BS 4758)
Washer - Nickel plated steel
Foot - Zinc plated steel 

1. 2. 3.

AVAILABLE END FIXINGS

For more options on available end fixings 
please contact us or visit www.gripple.com

Dimension

A 17.5 mm
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C 12.3 mm

Dimension

d 6 mm - 12 mm*
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min 6.0
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max 12.0 (with washer)
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t
Max 3.75 mm without the washer,
Max 2.35 mm if washer is used.
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Angel T19

• Adjustable – Squeeze ergonomic wings for easy one-handed height alterations

• Convenient – supplied as a ready to use hanger and includes a 14 mm washer

• Aesthetic – contemporary design to complement the overall suspension

• Compatible – rectangular t-foot fits a wide range of tracks.

• Quick - threaded foot attachment allows installer to tighten Angel body by hand

Gripple’s policy is one of continuous development and innovation. 
We therefore reserve the right to alter specifications, etc. without notice.
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INSTALLATION & ADJUSTMENT

SPECIFICATION

FEATURES / BENEFITS

www.gripple.com

Designed to accommodate smaller track profiles of up to 19 mm internal width for the suspension      
of acoustic, display, signage and lighting solutions.

SUBMITTAL INFORMATION
Safe Working Load: 
Max. load rating of this product in a vertical 
suspension = 15kg

Safety Factor: 5:1

Material: 
Housing - Zinc Alloy (EN 12844 ZP2)
Roller - Brass (BSEN 12164)
Spring - Acetal (POM)
Plating - Bright Nickle Plating (BS 4758)
Washer - Nickel plated steel
Foot - Zinc plated steel 

1. 2. 3.

AVAILABLE END FIXINGS

For more options on available end fixings 
please contact us or visit www.gripple.com

Dimension

A 17.5 mm

B 40.1 mm

C 12.3 mm

Dimension

d 6 mm - 12 mm*

a
min 6.0

max 9.5mm (no washer)
max 12.0 (with washer)

w 12.4 mm - 19 mm

t
Max 3.75 mm without the washer,
Max 2.35 mm if washer is used.
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ANGEL T30
Designad för att rymma större spårprofi ler på upp till 30 mm inre bredd för
upphängning av akustik-, display-, skyltnings- och belysningslösningar.

Angel T30 från Gripple är designad för att passa spår i T-stil upp till 30 mm breda, 
som vanligtvis används för att hänga upp akustik. Snabbare, enklare och lättare
att justera, vilket minskar tid på plats och arbete på höjden.

>Max
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>60°

>60° >60°

www.gripple.com

Thread Length 10 mm

Washer Diameter 40 mm

Intended Use Shallow Lighting Tracks

Product Code
(Steel Washer)

AL1-T30-10MM-S

Product Code
(Polycarbonate Washer)

AL1-T30-10MM-P

Thread Length 14 mm

Washer Diameter 40 mm

Intended Use Deep Lighting Tracks

Product Code
(Steel Washer)

AL1-T30-14MM-S

Product Code
(Polycarbonate Washer)

AL1-T30-14MM-P

1. 2. 3. 4. Adjust

INSTALLATION & ADJUSTMENT

Angel T30

• Adjustable – squeeze ergonomic wings for easy one-handed height alterations 

• Convenient – supplied as a ready to use kit with wire and suitable end fixing 

• Aesthetic – contemporary design to complement the overall suspension 

• Compatible – fits a wide range of tracks with two thread lengths and two 

washer materials 

• Quick – threaded foot attachment allows installer to tighten Angel body by hand 

AVAILABLE VARIANTS

ANGEL T30 10 MM ANGEL T30 14 MM

FEATURES / BENEFITS

Designed to accommodate larger track profiles of up to 30 mm internal width for the suspension 
of acoustic, display, signage and lighting solutions.

SUBMITTAL INFORMATION
Load Rating: 
15 kg @ 5:1 safety factor

Material:
Angel Housing - Zinc Alloy (EN 12844 ZP2)
Angel Wings - Acetal (POM)
Angel Roller - Brass (BSEN 12164)
Angel Plating - Bright Nickel Plating (BS 4758)
Washer – Nickel plated steel or polycarbonate
Foot Assembly - Zinc plated steel

AVAILABLE END FIXINGS

For more options on available end fixings 
please contact us or visit www.gripple.com

Gripple’s policy is one of continuous development and innovation. 
We therefore reserve the right to alter specifications, etc. without notice.

Gripple Ltd | The Old West Gun Works | Savile Street East | Sheffield S4 7UQ 
Tel 0800 018 4264 Fax 0114 275 1155 Email info@gripple.com

PI-ANGELT30-ENG 
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Thread Length 10 mm

Washer Diameter 40 mm

Intended Use Shallow Lighting Tracks

Product Code
(Steel Washer)

AL1-T30-10MM-S

Product Code
(Polycarbonate Washer)

AL1-T30-10MM-P

Thread Length 14 mm

Washer Diameter 40 mm

Intended Use Deep Lighting Tracks

Product Code
(Steel Washer)

AL1-T30-14MM-S

Product Code
(Polycarbonate Washer)

AL1-T30-14MM-P
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INSTALLATION & ADJUSTMENT

Angel T30

• Adjustable – squeeze ergonomic wings for easy one-handed height alterations 

• Convenient – supplied as a ready to use kit with wire and suitable end fixing 

• Aesthetic – contemporary design to complement the overall suspension 

• Compatible – fits a wide range of tracks with two thread lengths and two 

washer materials 

• Quick – threaded foot attachment allows installer to tighten Angel body by hand 

AVAILABLE VARIANTS

ANGEL T30 10 MM ANGEL T30 14 MM

FEATURES / BENEFITS

Designed to accommodate larger track profiles of up to 30 mm internal width for the suspension 
of acoustic, display, signage and lighting solutions.

SUBMITTAL INFORMATION
Load Rating: 
15 kg @ 5:1 safety factor

Material:
Angel Housing - Zinc Alloy (EN 12844 ZP2)
Angel Wings - Acetal (POM)
Angel Roller - Brass (BSEN 12164)
Angel Plating - Bright Nickel Plating (BS 4758)
Washer – Nickel plated steel or polycarbonate
Foot Assembly - Zinc plated steel

AVAILABLE END FIXINGS

For more options on available end fixings 
please contact us or visit www.gripple.com

Gripple’s policy is one of continuous development and innovation. 
We therefore reserve the right to alter specifications, etc. without notice.

Gripple Ltd | The Old West Gun Works | Savile Street East | Sheffield S4 7UQ 
Tel 0800 018 4264 Fax 0114 275 1155 Email info@gripple.com
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Thread Length 10 mm

Washer Diameter 40 mm

Intended Use Shallow Lighting Tracks

Product Code
(Steel Washer)

AL1-T30-10MM-S

Product Code
(Polycarbonate Washer)

AL1-T30-10MM-P

Thread Length 14 mm

Washer Diameter 40 mm

Intended Use Deep Lighting Tracks

Product Code
(Steel Washer)

AL1-T30-14MM-S

Product Code
(Polycarbonate Washer)

AL1-T30-14MM-P
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INSTALLATION & ADJUSTMENT

Angel T30

• Adjustable – squeeze ergonomic wings for easy one-handed height alterations 

• Convenient – supplied as a ready to use kit with wire and suitable end fixing 

• Aesthetic – contemporary design to complement the overall suspension 

• Compatible – fits a wide range of tracks with two thread lengths and two 

washer materials 

• Quick – threaded foot attachment allows installer to tighten Angel body by hand 

AVAILABLE VARIANTS

ANGEL T30 10 MM ANGEL T30 14 MM

FEATURES / BENEFITS

Designed to accommodate larger track profiles of up to 30 mm internal width for the suspension 
of acoustic, display, signage and lighting solutions.

SUBMITTAL INFORMATION
Load Rating: 
15 kg @ 5:1 safety factor

Material:
Angel Housing - Zinc Alloy (EN 12844 ZP2)
Angel Wings - Acetal (POM)
Angel Roller - Brass (BSEN 12164)
Angel Plating - Bright Nickel Plating (BS 4758)
Washer – Nickel plated steel or polycarbonate
Foot Assembly - Zinc plated steel

AVAILABLE END FIXINGS

For more options on available end fixings 
please contact us or visit www.gripple.com

Gripple’s policy is one of continuous development and innovation. 
We therefore reserve the right to alter specifications, etc. without notice.

Gripple Ltd | The Old West Gun Works | Savile Street East | Sheffield S4 7UQ 
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Thread Length 10 mm

Washer Diameter 40 mm

Intended Use Shallow Lighting Tracks

Product Code
(Steel Washer)

AL1-T30-10MM-S

Product Code
(Polycarbonate Washer)

AL1-T30-10MM-P

Thread Length 14 mm

Washer Diameter 40 mm

Intended Use Deep Lighting Tracks

Product Code
(Steel Washer)

AL1-T30-14MM-S

Product Code
(Polycarbonate Washer)

AL1-T30-14MM-P
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INSTALLATION & ADJUSTMENT

Angel T30

• Adjustable – squeeze ergonomic wings for easy one-handed height alterations 

• Convenient – supplied as a ready to use kit with wire and suitable end fixing 

• Aesthetic – contemporary design to complement the overall suspension 

• Compatible – fits a wide range of tracks with two thread lengths and two 

washer materials 

• Quick – threaded foot attachment allows installer to tighten Angel body by hand 

AVAILABLE VARIANTS

ANGEL T30 10 MM ANGEL T30 14 MM

FEATURES / BENEFITS

Designed to accommodate larger track profiles of up to 30 mm internal width for the suspension 
of acoustic, display, signage and lighting solutions.

SUBMITTAL INFORMATION
Load Rating: 
15 kg @ 5:1 safety factor

Material:
Angel Housing - Zinc Alloy (EN 12844 ZP2)
Angel Wings - Acetal (POM)
Angel Roller - Brass (BSEN 12164)
Angel Plating - Bright Nickel Plating (BS 4758)
Washer – Nickel plated steel or polycarbonate
Foot Assembly - Zinc plated steel

AVAILABLE END FIXINGS

For more options on available end fixings 
please contact us or visit www.gripple.com

Gripple’s policy is one of continuous development and innovation. 
We therefore reserve the right to alter specifications, etc. without notice.

Gripple Ltd | The Old West Gun Works | Savile Street East | Sheffield S4 7UQ 
Tel 0800 018 4264 Fax 0114 275 1155 Email info@gripple.com
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SPECIFIKATION ÄNDAVSLUT

INFORMATION

SPECIFIKATION ÄNDAVSLUT

INFORMATION

· · Justerbar med ett enkelt tryck
· · Levereras komplett med valt ändavslut 
 beroende på takkonstruktion
· · Estetisk – modern design
· · Kompatibel – rektangulär T-fot passar ett 
 brett utbud av spår



ANGEL HELIX
Designad för att skruvas direkt i akustikpaneler. 

Kompatibel och idealisk för användning med akustikpaneler av glasfi ber och tätt 
skum. Belastningsgraden för denna produkt beror på vilken akustiskpanel som
är monterad. Vissa ändfästen kan påverka belastningen.

· · Enkelt - skruvas enkelt i akustikpanelen 
 med en insexnyckel
· · Angel ansluts till Helix med en vridning
· · Lätt att justera
· · Mångsidig
· · Säkerhetsfunktion med ett klick
· · Bekvämt – kan förinstalleras vid 
 tillverkningsstället
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C

B
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Angel Helix

• Compatible – ideal for use with acoustic panels made from fibreglass and dense foam
• Easy – Helix screw locks simply into acoustic panels using a hex key
• Quick – quick twist functionality connects Angel body to Helix screw for faster 

installation
• Adjustable – make alterations to height and position by pressing wings on Angel body   
• Versatile – side exit option ideal for single layer installations; central exit option 

available for multiple layers. 
• Secure – locks into acoustic panel with audible click to confirm secure installation  
• Convenient – Helix screw can be pre-installed into acoustic panels at the point of 

manufacture - addition of Angel body on-site completes installation

Gripple’s policy is one of continuous development and innovation. 
We therefore reserve the right to alter specifications, etc. without notice.

PI-ANGELHELIX-ENG
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INSTALLATION & ADJUSTMENT

SPECIFICATION

FEATURES / BENEFITS

www.gripple.com

Secure, low profile hanger designed for fast installation and easy adjustment of acoustic panels.

SUBMITTAL INFORMATION
Safe Working Load: 
Max load rating of this product in a vertical suspension = 15kg.

Minimum load ratings will vary due to the type of acoustic panel 
material being used. Gripple cannot guarantee a SWL due to 
this factor. If unsure please contact Gripple Technical Services.
Minimum recommended panel thickness 40 mm.

Suitable for vertical applications only.

Material:
Housing - Zinc Alloy (EN 12844 ZP2)
Roller - Brass (BSEN 12164)
Spring - Acetal (POM)
Plating - Bright Nickel Plating (BS 4758)
Foot - Nylon (Glass fill 30%)

1. 2. 3. 4.

AVAILABLE END FIXINGS

For more options on available end fixings 
please contact us or visit www.gripple.com

Dimension mm

A 75

B 35

C 38
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Angel Helix

• Compatible – ideal for use with acoustic panels made from fibreglass and dense foam
• Easy – Helix screw locks simply into acoustic panels using a hex key
• Quick – quick twist functionality connects Angel body to Helix screw for faster 

installation
• Adjustable – make alterations to height and position by pressing wings on Angel body   
• Versatile – side exit option ideal for single layer installations; central exit option 

available for multiple layers. 
• Secure – locks into acoustic panel with audible click to confirm secure installation  
• Convenient – Helix screw can be pre-installed into acoustic panels at the point of 

manufacture - addition of Angel body on-site completes installation

Gripple’s policy is one of continuous development and innovation. 
We therefore reserve the right to alter specifications, etc. without notice.
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INSTALLATION & ADJUSTMENT

SPECIFICATION

FEATURES / BENEFITS

www.gripple.com

Secure, low profile hanger designed for fast installation and easy adjustment of acoustic panels.

SUBMITTAL INFORMATION
Safe Working Load: 
Max load rating of this product in a vertical suspension = 15kg.

Minimum load ratings will vary due to the type of acoustic panel 
material being used. Gripple cannot guarantee a SWL due to 
this factor. If unsure please contact Gripple Technical Services.
Minimum recommended panel thickness 40 mm.

Suitable for vertical applications only.

Material:
Housing - Zinc Alloy (EN 12844 ZP2)
Roller - Brass (BSEN 12164)
Spring - Acetal (POM)
Plating - Bright Nickel Plating (BS 4758)
Foot - Nylon (Glass fill 30%)

1. 2. 3. 4.

AVAILABLE END FIXINGS

For more options on available end fixings 
please contact us or visit www.gripple.com

Dimension mm

A 75

B 35

C 38
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Angel Helix

• Compatible – ideal for use with acoustic panels made from fibreglass and dense foam
• Easy – Helix screw locks simply into acoustic panels using a hex key
• Quick – quick twist functionality connects Angel body to Helix screw for faster 

installation
• Adjustable – make alterations to height and position by pressing wings on Angel body   
• Versatile – side exit option ideal for single layer installations; central exit option 

available for multiple layers. 
• Secure – locks into acoustic panel with audible click to confirm secure installation  
• Convenient – Helix screw can be pre-installed into acoustic panels at the point of 

manufacture - addition of Angel body on-site completes installation

Gripple’s policy is one of continuous development and innovation. 
We therefore reserve the right to alter specifications, etc. without notice.
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INSTALLATION & ADJUSTMENT

SPECIFICATION

FEATURES / BENEFITS
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Secure, low profile hanger designed for fast installation and easy adjustment of acoustic panels.

SUBMITTAL INFORMATION
Safe Working Load: 
Max load rating of this product in a vertical suspension = 15kg.

Minimum load ratings will vary due to the type of acoustic panel 
material being used. Gripple cannot guarantee a SWL due to 
this factor. If unsure please contact Gripple Technical Services.
Minimum recommended panel thickness 40 mm.

Suitable for vertical applications only.

Material:
Housing - Zinc Alloy (EN 12844 ZP2)
Roller - Brass (BSEN 12164)
Spring - Acetal (POM)
Plating - Bright Nickel Plating (BS 4758)
Foot - Nylon (Glass fill 30%)

1. 2. 3. 4.

AVAILABLE END FIXINGS

For more options on available end fixings 
please contact us or visit www.gripple.com

Dimension mm

A 75

B 35

C 38
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Angel Helix

• Compatible – ideal for use with acoustic panels made from fibreglass and dense foam
• Easy – Helix screw locks simply into acoustic panels using a hex key
• Quick – quick twist functionality connects Angel body to Helix screw for faster 

installation
• Adjustable – make alterations to height and position by pressing wings on Angel body   
• Versatile – side exit option ideal for single layer installations; central exit option 

available for multiple layers. 
• Secure – locks into acoustic panel with audible click to confirm secure installation  
• Convenient – Helix screw can be pre-installed into acoustic panels at the point of 

manufacture - addition of Angel body on-site completes installation

Gripple’s policy is one of continuous development and innovation. 
We therefore reserve the right to alter specifications, etc. without notice.
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INSTALLATION & ADJUSTMENT

SPECIFICATION

FEATURES / BENEFITS
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Secure, low profile hanger designed for fast installation and easy adjustment of acoustic panels.

SUBMITTAL INFORMATION
Safe Working Load: 
Max load rating of this product in a vertical suspension = 15kg.

Minimum load ratings will vary due to the type of acoustic panel 
material being used. Gripple cannot guarantee a SWL due to 
this factor. If unsure please contact Gripple Technical Services.
Minimum recommended panel thickness 40 mm.

Suitable for vertical applications only.

Material:
Housing - Zinc Alloy (EN 12844 ZP2)
Roller - Brass (BSEN 12164)
Spring - Acetal (POM)
Plating - Bright Nickel Plating (BS 4758)
Foot - Nylon (Glass fill 30%)

1. 2. 3. 4.

AVAILABLE END FIXINGS

For more options on available end fixings 
please contact us or visit www.gripple.com

Dimension mm

A 75

B 35

C 38

EXPRESS XP1 OCH XP2
Den nya generationen Gripple Express är nu snabbare och enklare att installera.
Utrustad med integrerad justering - inga verktyg krävs. 

Mångsidig – Express No. 1 är idealisk för undertak. Express No. 2 är idealisk för 
tyngre undertaksöar, se bild nedan.
• Snabb installation och lätt att använda
• Tvåkanals låsmekanism
• Stark och hållbar
• Justerbar
• Ergonomisk form
• Lastvärde No1 1–15 kg och No2 15–45 kg
• Säkerhetsfaktor 5:1

· · Snabb – ergonomiska knappar möjlig-
 gör snabb justering
· · Estetisk – modern design
· · Lätt – lätt att fl ytta och hantera på 
 plats, samtidigt som den minskar belast-
 ningen på byggnadskonstruktionen

B

C

A

B

A

C

>Max
kg/lbs

>60°

>60° >60°

Dimension No.1 (mm) No.2 (mm)

A 18.5 21.4

B 5.9 11.6

C 23.5 28.4

Express Range

Ensure a minimum 75 mm of tail wire exit the hanger.

• The XP1 is ideal for signage, shopfitting, lighting and other lightweight   
fixtures

• The XP2 is ideal for mechanical and electrical applications
• Up to six times faster to install than traditional methods
• Keyless; no tool required for adjustment
• Ergonomic buttons allow rapid adjustment
• Discreet and aesthetic design
• Supplied as a ready-to-use kit

For more options on available end fixings 
please contact us or visit www.gripple.com

Gripple’s policy is one of continuous development and innovation. 
We therefore reserve the right to alter specifications, etc. without notice.
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INSTALLATION & ADJUSTMENT

SPECIFICATION

FEATURES / BENEFITS
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Tool free locking device for fast suspension of a variety of services, designed with a keyless release 
mechanism.

SUBMITTAL INFORMATION

AVAILABLE END FIXINGS

Safe Working Load: 
No.1 - 0 - 15 kg @ 5:1 safety factor
No.2 - 0 - 45 kg @ 5:1 safety factor

Material:
Housing - Type ZA2 Zinc
Wedge - Sintered steel hardened to min. 56 
Rockwell C
Spring - Stainless Steel (Type 302)
End Cap - Polypropylene (MOPLEN EP448T)
No. 1 Button - Acetal 
No. 2 Button - 30% Glass filled Polypropylene

1. Adjust 1.2.

XP1 XP2

B

C

A

B

A

C

>Max
kg/lbs

>60°

>60° >60°

Dimension No.1 (mm) No.2 (mm)

A 18.5 21.4

B 5.9 11.6

C 23.5 28.4

Express Range

Ensure a minimum 75 mm of tail wire exit the hanger.

• The XP1 is ideal for signage, shopfitting, lighting and other lightweight   
fixtures

• The XP2 is ideal for mechanical and electrical applications
• Up to six times faster to install than traditional methods
• Keyless; no tool required for adjustment
• Ergonomic buttons allow rapid adjustment
• Discreet and aesthetic design
• Supplied as a ready-to-use kit

For more options on available end fixings 
please contact us or visit www.gripple.com

Gripple’s policy is one of continuous development and innovation. 
We therefore reserve the right to alter specifications, etc. without notice.
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No.2 - 0 - 45 kg @ 5:1 safety factor

Material:
Housing - Type ZA2 Zinc
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Express Range

Ensure a minimum 75 mm of tail wire exit the hanger.

• The XP1 is ideal for signage, shopfitting, lighting and other lightweight   
fixtures

• The XP2 is ideal for mechanical and electrical applications
• Up to six times faster to install than traditional methods
• Keyless; no tool required for adjustment
• Ergonomic buttons allow rapid adjustment
• Discreet and aesthetic design
• Supplied as a ready-to-use kit

For more options on available end fixings 
please contact us or visit www.gripple.com

Gripple’s policy is one of continuous development and innovation. 
We therefore reserve the right to alter specifications, etc. without notice.
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Express Range

Ensure a minimum 75 mm of tail wire exit the hanger.

• The XP1 is ideal for signage, shopfitting, lighting and other lightweight   
fixtures

• The XP2 is ideal for mechanical and electrical applications
• Up to six times faster to install than traditional methods
• Keyless; no tool required for adjustment
• Ergonomic buttons allow rapid adjustment
• Discreet and aesthetic design
• Supplied as a ready-to-use kit

For more options on available end fixings 
please contact us or visit www.gripple.com
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Tool free locking device for fast suspension of a variety of services, designed with a keyless release 
mechanism.

SUBMITTAL INFORMATION

AVAILABLE END FIXINGS

Safe Working Load: 
No.1 - 0 - 15 kg @ 5:1 safety factor
No.2 - 0 - 45 kg @ 5:1 safety factor

Material:
Housing - Type ZA2 Zinc
Wedge - Sintered steel hardened to min. 56 
Rockwell C
Spring - Stainless Steel (Type 302)
End Cap - Polypropylene (MOPLEN EP448T)
No. 1 Button - Acetal 
No. 2 Button - 30% Glass filled Polypropylene

1. Adjust 1.2.

XP1 XP2

SPECIFIKATION ÄNDAVSLUT

INFORMATION

SPECIFIKATION ÄNDAVSLUT

INFORMATION

VAJER No2

VAJER No1

Se till att änden av vajern är 7,5 cm från låset innan du klipper



AKUSTISK FJÄDERANKARE
Idealisk för förankring till akustiska baffl ar.

Idealisk för användning med en Angel – Hook. Finns i två storlekar. Snabb och 
enkel att installera - inga verktyg krävs. Visuellt diskret och lätt och kan
monteras i efterhand

BALK, FLÄNS OCH PURLIN CLIP

Passar enkelt på balkar och fl änsar i en mängd 
olika storlekar. Enkel installation, bara klämma
eller hamra på.

>Max
kg/lbs

>60°

>60° >60°

1. 2.

www.gripple.com

Acoustic Spring Anchor

• Ideal for use with a Gripple Standard Hanger, Express and Angel Hook

• No tools required for installation

• Standard version for panels up to 40 mm in depth

• Large version for panels up to 70 mm in depth

• Maximum load ratings will vary according to panel material. Contact 

Gripple Technical Services for more information

Gripple’s policy is one of continuous development and innovation. 
We therefore reserve the right to alter specifications, etc. without notice.
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SPECIFICATION

FEATURES / BENEFITS

SUBMITTAL INFORMATION
Safe Working Load:
Maximum load ratings will vary due to the 
type of acoustic panel material being used.  
Gripple cannot guarantee a SWL due to 
this factor.  If unsure please contact Gripple 
Technical Services.
Material: 
Patented Carbon Steel

BUS-PI-ACP-ENG-3863 
Published January 2021

INSTALLATION

B

C

A

Size
A B C

mm mm mm

Standard 17 47 28

Large 27 97 72

Construction materials and conditions vary on 
different sites. If it is suspected that the base material 
has insufficient strength to achieve a suitable fixing, 
contact Gripple Limited. The responsibility for 
judgement of base material strength lies with the 
installer, and not with Gripple Limited.

Whilst Gripple Limited can give general guidance 
and advice, the nature of Gripple products means 
that the ultimate responsibility for selecting the 
correct product for a particular application must lie 
with the customer.

IMPORTANT INFORMATION

Accessory Ideal for anchoring to acoustic baffles.

>Max
kg/lbs

>60°

>60° >60°

1. 2.
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Acoustic Spring Anchor

• Ideal for use with a Gripple Standard Hanger, Express and Angel Hook

• No tools required for installation

• Standard version for panels up to 40 mm in depth
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• Maximum load ratings will vary according to panel material. Contact 

Gripple Technical Services for more information
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Large 27 97 72

Construction materials and conditions vary on 
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Whilst Gripple Limited can give general guidance 
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that the ultimate responsibility for selecting the 
correct product for a particular application must lie 
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Accessory Ideal for anchoring to acoustic baffles.
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• No tools required for installation
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Construction materials and conditions vary on 
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has insufficient strength to achieve a suitable fixing, 
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Whilst Gripple Limited can give general guidance 
and advice, the nature of Gripple products means 
that the ultimate responsibility for selecting the 
correct product for a particular application must lie 
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Accessory Ideal for anchoring to acoustic baffles.
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Acoustic Spring Anchor

• Ideal for use with a Gripple Standard Hanger, Express and Angel Hook

• No tools required for installation

• Standard version for panels up to 40 mm in depth

• Large version for panels up to 70 mm in depth

• Maximum load ratings will vary according to panel material. Contact 

Gripple Technical Services for more information
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Safe Working Load:
Maximum load ratings will vary due to the 
type of acoustic panel material being used.  
Gripple cannot guarantee a SWL due to 
this factor.  If unsure please contact Gripple 
Technical Services.
Material: 
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INSTALLATION
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Size
A B C

mm mm mm

Standard 17 47 28

Large 27 97 72

Construction materials and conditions vary on 
different sites. If it is suspected that the base material 
has insufficient strength to achieve a suitable fixing, 
contact Gripple Limited. The responsibility for 
judgement of base material strength lies with the 
installer, and not with Gripple Limited.

Whilst Gripple Limited can give general guidance 
and advice, the nature of Gripple products means 
that the ultimate responsibility for selecting the 
correct product for a particular application must lie 
with the customer.

IMPORTANT INFORMATION

Accessory Ideal for anchoring to acoustic baffles.

ANGEL MINI HELIX
Designad för att skruvas direkt i akustikpaneler. 

Kompatibel och idealisk för användning med akustikpaneler av polyesterfi ber. 
Belastningsgraden för denna produkt beror på vilken akustiskpanel som är 
monterad. Vissa ändfästen kan påverka belastningen.

· · Stark – den spiralformade skruven 
 binder lager av polyesterfi ber för att 
 bilda en stark förankringspunkt
· · Enkelt – hängaren kan lutas åt sidan och 
 fungerar som en spak för ännu enklare 
 insättning
· · Snabbt – med hängaren och ankaret 
 förmonterade reduceras installationstiden
· · Justerbar
· · Mångsidig

www.gripple.com

1 3

>Max
kg/lbs

2

A

B

C

For more options on available end fixings 
please contact us or visit www.gripple.com

• Strong – the helical screw binds layers of polyester fibre to form a strong 
anchoring point

• Easy – the hanger can tilt to one side, acting as a lever for even  
easier insertion

• Quick – with the hanger and anchor pre-assembled, installation time  
is reduced

• Adjustable – press the Angel wings to easily release the wire for  
height adjustment

• Versatile – swivel up to 45 degrees to avoid existing services or suspend 
circular panels

A secure, low profile hanger designed for the fast installation and easy adjustment of polyester 
fibre acoustic panels.

Load rating: 
Max. load rating of this product in a vertical suspension
= 15 kg. Max. load ratings will vary due to the type of 
acoustic panel material being used.
Gripple cannot guarantee a SWL due to this factor. 
If unsure please contact Gripple Technical Services. 
Minimum recommended panel thickness in vertical 
suspensions = 12mm.

Material:
Housing - Zinc Alloy (EN 12844 ZP2)
Roller - Brass (BSEN 12164)
Spring - Acetal (POM)
Plating - Bright Nickel Plating (BS 4758)
Foot - Nylon (Glass fill 30%)

Angel Mini Helix

SUBMITTAL INFORMATION

INSTALLATION & ADJUSTMENT

SPECIFICATION

FEATURES / BENEFITS

AVAILABLE END FIXINGS

Dimension (mm)

A 10

B 64

C 23

Max. Load (kg)

15

Wire Diameter (mm)

1.5

Gripple’s policy is one of continuous development and innovation. 
We therefore reserve the right to alter specifications, etc. without notice.

BUS-PI-ANG-ENG-2721
Published 07/2020

Always support load before adjusting.

Adjustment
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For more options on available end fixings 
please contact us or visit www.gripple.com

• Strong – the helical screw binds layers of polyester fibre to form a strong 
anchoring point

• Easy – the hanger can tilt to one side, acting as a lever for even  
easier insertion

• Quick – with the hanger and anchor pre-assembled, installation time  
is reduced
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• Versatile – swivel up to 45 degrees to avoid existing services or suspend 
circular panels

A secure, low profile hanger designed for the fast installation and easy adjustment of polyester 
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Load rating: 
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INSTALLATION & ADJUSTMENT

SPECIFICATION

FEATURES / BENEFITS

AVAILABLE END FIXINGS
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Always support load before adjusting.

Adjustment
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For more options on available end fixings 
please contact us or visit www.gripple.com

• Strong – the helical screw binds layers of polyester fibre to form a strong 
anchoring point

• Easy – the hanger can tilt to one side, acting as a lever for even  
easier insertion

• Quick – with the hanger and anchor pre-assembled, installation time  
is reduced

• Adjustable – press the Angel wings to easily release the wire for  
height adjustment

• Versatile – swivel up to 45 degrees to avoid existing services or suspend 
circular panels

A secure, low profile hanger designed for the fast installation and easy adjustment of polyester 
fibre acoustic panels.

Load rating: 
Max. load rating of this product in a vertical suspension
= 15 kg. Max. load ratings will vary due to the type of 
acoustic panel material being used.
Gripple cannot guarantee a SWL due to this factor. 
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Plating - Bright Nickel Plating (BS 4758)
Foot - Nylon (Glass fill 30%)
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SUBMITTAL INFORMATION

INSTALLATION & ADJUSTMENT

SPECIFICATION

FEATURES / BENEFITS
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For more options on available end fixings 
please contact us or visit www.gripple.com

• Strong – the helical screw binds layers of polyester fibre to form a strong 
anchoring point

• Easy – the hanger can tilt to one side, acting as a lever for even  
easier insertion

• Quick – with the hanger and anchor pre-assembled, installation time  
is reduced

• Adjustable – press the Angel wings to easily release the wire for  
height adjustment

• Versatile – swivel up to 45 degrees to avoid existing services or suspend 
circular panels

A secure, low profile hanger designed for the fast installation and easy adjustment of polyester 
fibre acoustic panels.

Load rating: 
Max. load rating of this product in a vertical suspension
= 15 kg. Max. load ratings will vary due to the type of 
acoustic panel material being used.
Gripple cannot guarantee a SWL due to this factor. 
If unsure please contact Gripple Technical Services. 
Minimum recommended panel thickness in vertical 
suspensions = 12mm.

Material:
Housing - Zinc Alloy (EN 12844 ZP2)
Roller - Brass (BSEN 12164)
Spring - Acetal (POM)
Plating - Bright Nickel Plating (BS 4758)
Foot - Nylon (Glass fill 30%)
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Always support load before adjusting.

Adjustment
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>60° >60°
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INSTALLATION & ADJUSTMENT

SPECIFICATION

FEATURES / BENEFITS

SUBMITTAL INFORMATION

RELATED PRODUCTS

Gripple’s policy is one of continuous development and innovation. 
We therefore reserve the right to alter specifications, etc. without notice.
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• Hammer-on installation 
• Available to suit 2.5 mm maximum flange thickness
• Ideal for use with the Snap Hook End Fixing

Safe Working Load: 
16.3 kg (3:1 safety factor)

Material:
Spring steel (type CS70)

Accessory Designed for fixing to purlins to allow fast suspension with wire.

For more options on related products please 
contact us or visit www.gripple.com

Z Purlin Clip

A

B

C

Product Code A (mm) B (mm) C (mm) Max SWL (kg) Quantity

GCZP48 6.5 2.5 48 16.3 100

>Max
kg/lbs

>60°

>60° >60°

www.gripple.com
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SPECIFICATION
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RELATED PRODUCTS

Gripple’s policy is one of continuous development and innovation. 
We therefore reserve the right to alter specifications, etc. without notice.
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• Hammer-on installation
• Accommodates a wide variety of flange thicknesses
• Ideal for use with the Snap Hook End Fixing

Safe Working Load: 
15.3/32.3 kg (3:1 safety factor)

Material:
Spring steel (type CS70)

Accessory
The Beam Clip is ideal for attaching Gripple hangers when access or drilling 
restrictions occur.

For more options on related products please 
contact us or visit www.gripple.com

Beam Clip

Product Code A (mm) B (mm) C (mm) Max SWL (kg) Quantity

GCB24 2 - 4 6.5 27 15.3 100

GCP48 4 - 8 6.5 39 32.3 100

GCB814 8 - 14 6.5 41 32.3 100

GCB1420 14 - 20 6.5 47 32.3 100

>Max
kg/lbs

>60°

>60° >60°

www.gripple.com
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Gripple’s policy is one of continuous development and innovation. 
We therefore reserve the right to alter specifications, etc. without notice.
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• Hammer-on installation
• Two sizes available to suit 1 mm - 5 mm and 5 mm - 7 mm flange 

thickness
• Ideal for use with the Snap Hook End Fixing

Safe Working Load: 
24.5 kg (3:1 safety factor)

Material:
Spring steel (type CS70)

Accessory For fixing to vertical flanges.

For more options on related products please 
contact us or visit www.gripple.com

Vertical Flange Clip

Product Code A (mm) B (mm) C (mm) D (mm) Max SWL (kg) Quantity

GCVF15 6.5 1 - 5 19 39 24.5 100

GCVF57 6.5 5 - 7 19 40 24.5 100

>Max
kg/lbs

>60°

>60° >60°

www.gripple.com
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• Hammer-on installation 
• Available to suit 2.5 mm maximum flange thickness
• Ideal for use with the Snap Hook End Fixing

Safe Working Load: 
16.3 kg (3:1 safety factor)

Material:
Spring steel (type CS70)

Accessory Designed for fixing to purlins to allow fast suspension with wire.

For more options on related products please 
contact us or visit www.gripple.com

Z Purlin Clip

A

B

C

Product Code A (mm) B (mm) C (mm) Max SWL (kg) Quantity

GCZP48 6.5 2.5 48 16.3 100

>Max
kg/lbs

>60°

>60° >60°
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• Hammer-on installation
• Accommodates a wide variety of flange thicknesses
• Ideal for use with the Snap Hook End Fixing

Safe Working Load: 
15.3/32.3 kg (3:1 safety factor)

Material:
Spring steel (type CS70)

Accessory
The Beam Clip is ideal for attaching Gripple hangers when access or drilling 
restrictions occur.

For more options on related products please 
contact us or visit www.gripple.com

Beam Clip

Product Code A (mm) B (mm) C (mm) Max SWL (kg) Quantity

GCB24 2 - 4 6.5 27 15.3 100

GCP48 4 - 8 6.5 39 32.3 100

GCB814 8 - 14 6.5 41 32.3 100

GCB1420 14 - 20 6.5 47 32.3 100

>Max
kg/lbs

>60°

>60° >60°
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• Hammer-on installation
• Two sizes available to suit 1 mm - 5 mm and 5 mm - 7 mm flange 

thickness
• Ideal for use with the Snap Hook End Fixing

Safe Working Load: 
24.5 kg (3:1 safety factor)

Material:
Spring steel (type CS70)

Accessory For fixing to vertical flanges.

For more options on related products please 
contact us or visit www.gripple.com

Vertical Flange Clip

Product Code A (mm) B (mm) C (mm) D (mm) Max SWL (kg) Quantity

GCVF15 6.5 1 - 5 19 39 24.5 100

GCVF57 6.5 5 - 7 19 40 24.5 100

>Max
kg/lbs

>60°

>60° >60°
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• Hammer-on installation 
• Available to suit 2.5 mm maximum flange thickness
• Ideal for use with the Snap Hook End Fixing

Safe Working Load: 
16.3 kg (3:1 safety factor)

Material:
Spring steel (type CS70)

Accessory Designed for fixing to purlins to allow fast suspension with wire.

For more options on related products please 
contact us or visit www.gripple.com
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Product Code A (mm) B (mm) C (mm) Max SWL (kg) Quantity

GCZP48 6.5 2.5 48 16.3 100
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• Hammer-on installation
• Accommodates a wide variety of flange thicknesses
• Ideal for use with the Snap Hook End Fixing

Safe Working Load: 
15.3/32.3 kg (3:1 safety factor)

Material:
Spring steel (type CS70)

Accessory
The Beam Clip is ideal for attaching Gripple hangers when access or drilling 
restrictions occur.

For more options on related products please 
contact us or visit www.gripple.com

Beam Clip

Product Code A (mm) B (mm) C (mm) Max SWL (kg) Quantity

GCB24 2 - 4 6.5 27 15.3 100

GCP48 4 - 8 6.5 39 32.3 100

GCB814 8 - 14 6.5 41 32.3 100

GCB1420 14 - 20 6.5 47 32.3 100

>Max
kg/lbs

>60°

>60° >60°
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• Hammer-on installation
• Two sizes available to suit 1 mm - 5 mm and 5 mm - 7 mm flange 

thickness
• Ideal for use with the Snap Hook End Fixing

Safe Working Load: 
24.5 kg (3:1 safety factor)

Material:
Spring steel (type CS70)

Accessory For fixing to vertical flanges.

For more options on related products please 
contact us or visit www.gripple.com

Vertical Flange Clip

Product Code A (mm) B (mm) C (mm) D (mm) Max SWL (kg) Quantity

GCVF15 6.5 1 - 5 19 39 24.5 100

GCVF57 6.5 5 - 7 19 40 24.5 100

>Max
kg/lbs

>60°

>60° >60°
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• Hammer-on installation 
• Available to suit 2.5 mm maximum flange thickness
• Ideal for use with the Snap Hook End Fixing

Safe Working Load: 
16.3 kg (3:1 safety factor)

Material:
Spring steel (type CS70)

Accessory Designed for fixing to purlins to allow fast suspension with wire.

For more options on related products please 
contact us or visit www.gripple.com
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• Hammer-on installation
• Accommodates a wide variety of flange thicknesses
• Ideal for use with the Snap Hook End Fixing

Safe Working Load: 
15.3/32.3 kg (3:1 safety factor)

Material:
Spring steel (type CS70)

Accessory
The Beam Clip is ideal for attaching Gripple hangers when access or drilling 
restrictions occur.

For more options on related products please 
contact us or visit www.gripple.com

Beam Clip

Product Code A (mm) B (mm) C (mm) Max SWL (kg) Quantity

GCB24 2 - 4 6.5 27 15.3 100

GCP48 4 - 8 6.5 39 32.3 100

GCB814 8 - 14 6.5 41 32.3 100

GCB1420 14 - 20 6.5 47 32.3 100
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>60°

>60° >60°
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• Hammer-on installation
• Two sizes available to suit 1 mm - 5 mm and 5 mm - 7 mm flange 

thickness
• Ideal for use with the Snap Hook End Fixing

Safe Working Load: 
24.5 kg (3:1 safety factor)

Material:
Spring steel (type CS70)

Accessory For fixing to vertical flanges.

For more options on related products please 
contact us or visit www.gripple.com

Vertical Flange Clip

Product Code A (mm) B (mm) C (mm) D (mm) Max SWL (kg) Quantity

GCVF15 6.5 1 - 5 19 39 24.5 100

GCVF57 6.5 5 - 7 19 40 24.5 100

SPECIFIKATION ÄNDAVSLUT

INFORMATION



· · Modern design
· · Levereras med 1,5 mm vajer
· · Enkel justering
· · Mångsidig

>Max
kg/lbs

>60°

>60° >60°

www.gripple.com
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• Simple one handed operation for easy adjustment
• Contemporary design to compliment the overall suspension
• Extensive range of ceiling fixures allowing installation in most locations
• Quadruple fixing points. 150 mm, 300 mm and 500 mm leg lengths as 

standard. Adjustable legs for balance. Legs available with a variety of wire 
end fixings eg. Toggle, Hook

• Supplied in convenient, ready-to-use kits in lengths up to 10 m
• Uses 1,5 mm wire rope to make the suspension as discreet as possible
• Side wire exit

INSTALLATION & ADJUSTMENT

SPECIFICATION

FEATURES / BENEFITS

SUBMITTAL INFORMATION

AVAILABLE END FIXINGS

Load Rating:
15 kg with 5:1 safety factor

Material:
Housing - Zinc Alloy (EN 12844 ZP2)
Roller - Brass (BS EN 12164)
Spring - Acetal (POM)
Plating - Bright Nickel Plating (BS 4758)

Angel – Y-Fit Four Point

Designed for architectural lighting suspensions, signage, acoustic baffles and all other installations 
where aesthetics are important. Ideal for light fittings, signage.

For more options on available end fixings 
please contact us or visit www.gripple.com

PI-ANGEL-Y4P-ENG-EU

Gripple’s policy is one of continuous development and innovation.
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Dimension A B C D

Size (mm) 16 40 Ø 16 4

Always set legs equidistance from centre to ensure even load distribution.

Min 4 Nm
Max 6 Nm

Ensure a minimum 75 mm of tail wire exits the hanger.

>Max
kg/lbs

>60°

>60° >60°
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• Simple one handed operation for easy adjustment
• Contemporary design to compliment the overall suspension
• Extensive range of ceiling fixures allowing installation in most locations
• Quadruple fixing points. 150 mm, 300 mm and 500 mm leg lengths as 

standard. Adjustable legs for balance. Legs available with a variety of wire 
end fixings eg. Toggle, Hook

• Supplied in convenient, ready-to-use kits in lengths up to 10 m
• Uses 1,5 mm wire rope to make the suspension as discreet as possible
• Side wire exit
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AVAILABLE END FIXINGS

Load Rating:
15 kg with 5:1 safety factor

Material:
Housing - Zinc Alloy (EN 12844 ZP2)
Roller - Brass (BS EN 12164)
Spring - Acetal (POM)
Plating - Bright Nickel Plating (BS 4758)

Angel – Y-Fit Four Point

Designed for architectural lighting suspensions, signage, acoustic baffles and all other installations 
where aesthetics are important. Ideal for light fittings, signage.

For more options on available end fixings 
please contact us or visit www.gripple.com
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• Simple one handed operation for easy adjustment
• Contemporary design to compliment the overall suspension
• Extensive range of ceiling fixures allowing installation in most locations
• Quadruple fixing points. 150 mm, 300 mm and 500 mm leg lengths as 

standard. Adjustable legs for balance. Legs available with a variety of wire 
end fixings eg. Toggle, Hook

• Supplied in convenient, ready-to-use kits in lengths up to 10 m
• Uses 1,5 mm wire rope to make the suspension as discreet as possible
• Side wire exit
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AVAILABLE END FIXINGS

Load Rating:
15 kg with 5:1 safety factor

Material:
Housing - Zinc Alloy (EN 12844 ZP2)
Roller - Brass (BS EN 12164)
Spring - Acetal (POM)
Plating - Bright Nickel Plating (BS 4758)

Angel – Y-Fit Four Point

Designed for architectural lighting suspensions, signage, acoustic baffles and all other installations 
where aesthetics are important. Ideal for light fittings, signage.

For more options on available end fixings 
please contact us or visit www.gripple.com
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• Simple one handed operation for easy adjustment
• Contemporary design to compliment the overall suspension
• Extensive range of ceiling fixures allowing installation in most locations
• Quadruple fixing points. 150 mm, 300 mm and 500 mm leg lengths as 

standard. Adjustable legs for balance. Legs available with a variety of wire 
end fixings eg. Toggle, Hook

• Supplied in convenient, ready-to-use kits in lengths up to 10 m
• Uses 1,5 mm wire rope to make the suspension as discreet as possible
• Side wire exit
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Load Rating:
15 kg with 5:1 safety factor

Material:
Housing - Zinc Alloy (EN 12844 ZP2)
Roller - Brass (BS EN 12164)
Spring - Acetal (POM)
Plating - Bright Nickel Plating (BS 4758)

Angel – Y-Fit Four Point

Designed for architectural lighting suspensions, signage, acoustic baffles and all other installations 
where aesthetics are important. Ideal for light fittings, signage.

For more options on available end fixings 
please contact us or visit www.gripple.com
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Dimension A B C D

Size (mm) 16 40 Ø 16 4

Always set legs equidistance from centre to ensure even load distribution.

Min 4 Nm
Max 6 Nm

Ensure a minimum 75 mm of tail wire exits the hanger.

SPECIFIKATION

END FIXINGS

INFORMATION

ANGEL HÄNGARE Y-FIT
Designad för upphängning av akustiskbaffl ar och alla andra installationer
där estetik är viktig. 

• Enkel justering
• Modern design
• Två eller fyrdubbla fästpunkter. Finns med 150 mm, 300 mm och 500 mm 
 benlängder som standard. Justerbara vajerben för balans. Finns med 
 olika ändfästen
• Levereras i praktiska, färdiga kit
• Sidotrådsutgång

Vajerben

LOOP
Idealisk för slingor runt räffl or, 
balkar, takstolar och andra 
lämpliga byggnadsdetaljer. 
Finns även i rostfritt stål

ÄNDAVSLUT

BULLET BARREL
Estetisk ändfi xering med 1/4” 
gänga.

HOOK
Snabb och enkel montering på 
kabelkorg, räffl or, belysnings-
armaturer. Finns även i rostfritt 
stål.

TOGGLE
Idealisk för profi ltak, belysnings-
armaturer och andra förborrade 
strukturer. 

TWIST CLIP
Fästs i takgaller. Levereras som 
komplett upphängningssats 
med vajer och fäste. 

jorgen@bofastening.se +46 (0)702 62 52 92 Ta mig direkt

till webbshopen
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