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LINSPÄNN MED SNABBLÖSNING

UTFÖRANDE
· · Montera vajer och lås på ena sidan
· · Montera sedan nästa sida
· · Spänn vajern med spännverktyget - Färdigt!

Dosplåtar, kabelavlastare m.m. fi nns som tillbehör. Max viktbelastning: 3 mm - 30 kg, 5 mm - 80 kg.
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Catenary Kit

• The light duty 3 mm version is ideal for suspending lightweight electrical 
services, ductwork and signage

• The heavy duty 6 mm version is perfect for suspending M&E or HVAC 
services, or where a long catenary is required

• Supplied as complete, ready-to-use kits, including galvanised wire rope
• Cut to bespoke lengths, hex locking key and release key included
• Fast installation, reducing time spent working at height
• Quarter turn secondary locking mechanism in the Gripple fastener prevents 

dynamic movements
• Easily tensioned using the Gripple Catenary Tensioning Tool

For more options on available products please 
contact us or visit www.gripple.com

Gripple’s policy is one of continuous development and innovation.
We therefore reserve the right to alter specifications, etc. without notice.

PI-CATENARYKIT-ENG

Gripple Ltd | The Old West Gun Works | Savile Street East | Sheffield S4 7UQ
Tel 0800 018 4264 Fax 0114 275 1155 email info@gripple.com

INSTALLATION & ADJUSTMENT

SPECIFICATION

FEATURES / BENEFITS

www.gripple.com

Designed specifically for spanning installations and bracing applications

SUBMITTAL INFORMATION AVAILABLE ACCESSORIES
Load Rating:
• Light duty 3 mm version

Up to 30 kg vertical load per free span
Connection type: 3 mm C-Clip
Not suitable for use with any Tensioning Tool

• Heavy duty 6 mm version
Up to 100 kg vertical load per free span
Connection type: 6 mm C Clip
Can be used with the D6 Torq Tensioning Tool

Material: 
Ceramic rollers and stainless springs for 
optimum corrosion resistance

Wire Rope Specifications: 

• D3 - Galvanised 7 x 7, 3 mm or
1/8” steel wire rope

• D6 - Galvanised 7 x 19, 6 mm or
1/4” steel wire rope

2.1. 3. 4.

Torq
Tensioning 

Tool

3 mm 
C-Clip

6 mm 
C-Clip

D DMax
60º

L > D

Min Min 
10 cm

Max
60º

Free Span

L

L > D

L10 cm
Max 
60º

>Max
kg/lbs

>60°

>60° >60°

Catenary Kit

• The light duty 3 mm version is ideal for suspending lightweight electrical 
services, ductwork and signage

• The heavy duty 6 mm version is perfect for suspending M&E or HVAC 
services, or where a long catenary is required

• Supplied as complete, ready-to-use kits, including galvanised wire rope
• Cut to bespoke lengths, hex locking key and release key included
• Fast installation, reducing time spent working at height
• Quarter turn secondary locking mechanism in the Gripple fastener prevents 

dynamic movements
• Easily tensioned using the Gripple Catenary Tensioning Tool

For more options on available products please 
contact us or visit www.gripple.com

Gripple’s policy is one of continuous development and innovation.
We therefore reserve the right to alter specifications, etc. without notice.

PI-CATENARYKIT-ENG

Gripple Ltd | The Old West Gun Works | Savile Street East | Sheffield S4 7UQ
Tel 0800 018 4264 Fax 0114 275 1155 email info@gripple.com

INSTALLATION & ADJUSTMENT

SPECIFICATION

FEATURES / BENEFITS

www.gripple.com

Designed specifically for spanning installations and bracing applications

SUBMITTAL INFORMATION AVAILABLE ACCESSORIES
Load Rating:
• Light duty 3 mm version

Up to 30 kg vertical load per free span
Connection type: 3 mm C-Clip
Not suitable for use with any Tensioning Tool

• Heavy duty 6 mm version
Up to 100 kg vertical load per free span
Connection type: 6 mm C Clip
Can be used with the D6 Torq Tensioning Tool

Material: 
Ceramic rollers and stainless springs for 
optimum corrosion resistance

Wire Rope Specifications: 

• D3 - Galvanised 7 x 7, 3 mm or
1/8” steel wire rope

• D6 - Galvanised 7 x 19, 6 mm or
1/4” steel wire rope

2.1. 3. 4.

Torq
Tensioning 

Tool

3 mm 
C-Clip

6 mm 
C-Clip

ARTIKELNUMMER ARTIKEL E-NUMMER

CTI3 Spännvajer 3 mm, speciallängd 
CTI3-50 Spännvajer 3 mm, 50m 15 223 44 
CTI-100 Spännvajer 3 mm, 100m 15 223 45
CTI3-250 Spännvajer 3 mm, 250m 15 223 46
CTI3-500 Spännvajer 3 mm, 500m 15 223 47
CTI3-50UT Spännvajer 3 mm, 50m 15 682 97
CTI3-100UT Spännvajer 3 mm, 100m 15 224 88
CTI5 Spännvajer 5 mm, speciallängd   
CTI5-50 Spännvajer 5 mm, 50m 15 223 48 
CTI5-100 Spännvajer 5 mm, 100m 15 223 66 
CTI5-250 Spännvajer 5 mm, 250m 15 223 62 
CTI5-500 Spännvajer 5 mm, 500m 15 223 63
CTI6-50UT Spännvajer 6 mm, 50m 15 682 95
CTI6-100UT Spännvajer 6 mm, 100m 15 682 96
D3 Lås för 3mm-spännvajer  15 223 49
D4  Lås för 5mm-spännvajer 15 683 00
D6 Lås för 6mm-spännvajer  15 682 94
XP21CC6-XP25CC6 Gripple C-clip 2mm-vajer 1-5mtr, 15 223 70-75
 passar för 5-6mm spännvajer 

BTF8/100 Betongfäste 100-pack 15 100 14
T-004 Slagverktyg för betongfäste 16 610 72
Plat100 Väggfäste 15 070 17 
Lyft58210 Lyftögla M10 15 070 18
Exp1060 M10x60 Bult 15 070 19
46025  Öglebult M6x80 m dubbla muttrar 06 301 43
Gripporfi li613 Balkklämma  fr 6-13mm beställning 
Gripporfi li816 Balkklämma  fr 8-16mm beställning
Gripporfi li1019 Balkklämma  fr 10-19mm beställning 
  
46018-2 Hängande Dosplåt enkel 15 682 89
46018 Hängande Dosplåt dubbel 11 329 02
46021 Liggande Dosplåt 11 329 08 
  
XP11SP Vajer 1,5mm toggle 1-10mtr, ø6mm, maxlast 15kg 15 224 31-40
XP21SP Vajer 2,0mm toggle 1-10mtr, ø8mm, maxlast 45kg 15 224 41-50 
XP11FR Vajer 1,5mm loop, 1-10mtr, maxlast 15kg 15 224 00-09
XP21FR Vajer 2,0mm loop, 1-10mtr, maxlast 45kg 15 224 10-19
Tool-5 Spännverktyg 16 470 00
T-001 Vajertång 1-4 mm 16 185 12 
T-010 Vajertång 4-6 mm 16 610 73 

Varmgalvaniserad vajer med yta enligt EN 12385. 
Syrafast vajer 316/A4 fi nns för beställning.

En del produkter fi nns i olika utföranden på förfrågan, kontakta:
Jörgen Svärd | jorgen@bofastening.se | +46 (0)702 62 52 92

MILJÖPÅVERKAN
95% mindre koldioxidutsläpp vid tillverkning än andra stålprodukter, t ex gängstång.

Metod CO2-emission (kg/m) CO2-besparing (kg/m)
% av CO2

besparing per meter genom 
att använda Gripple

1,5mm-vajer 0,02 0,62 96%
M6 stål 0,64
2mm-vajer 0,07 1,08 93%
M8 stål 1,15
3mm-vajer* 0,15 1,65 91%
M10 stål 1,80
5mm-vajer 0,37 1,43 79%
M10 stål 1,80
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SPÄNNVAJER 3 & 5mm D4-LÅS D3-LÅS C-CLIP EXPANDERBULT M10x60 BETONGFÄSTE
Går att få kapad i speciallängder för 5 mm vajer för 3 mm vajer för spännvajer 1–5 m

HÄNGANDE DOSPLÅT HÄNGANDE DOSPLÅT LIGGANDE DOSPLÅT VÄGGFÄSTE BALKLÄMMA LYFTÖGLA M10
 enkel, för 3–6 mm vajer dubbel, för 3–6 mm vajer för 4–6 mm vajer för spännvajer fi nns i olika dimensioner används med expanderbult

SCHACKEL M8 ÖGLEBULT M6x80 SLAGVERKTYG VAJER TOGGLE 2 mm SPÄNNVERKTYG VAJERTÅNG
  med dubbla muttrar för betongfäste fi nns i olika längder för spännvajer 4–6 mm  

VAJERTÅNG VAJER LOOP 2 mm
 1–4 mm fi nns i olika längder

ARTIKLAR

E-nummer:
15 683 00

E-nummer:
15 223 49

E-nummer:
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E-nummer:
15 070 19

E-nummer:
15 100 14

E-nummer:
15 682 89

E-nummer:
11 329 02
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E-nummer:
15 070 17

E-nummer:
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Smarta lösningar
spar tid

Bo Fastening AB  |  Arntorpsgatan 28  |  442 45 Kungälv  |  Tel. 031 42 32 60  |  bofastening.se  |  info@bofastening.se  |  order@bofastening.se

FÖR MER INFORMATION, KONTAKTA:

JÖRGEN SVÄRD  |  JORGEN@BOFASTENING.SE  |  +46 (0)702 62 52 92


